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Cat. No Item No Description Unit Quantity
B04-01-020 DCWB10 Circulating Water Bath set 1
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Specifications

Model DCWB10
Capacity 10 L
Control PID Control, Auto-tuning
Display GLCD (Graphic LCD)
Controller
Resolution 0.01 °C
Timer Run Start / Wait Start (99 hr 59 min)
Range Ambient +5 to +100 °C
Temperature Accuracy +0.3 °C (at 50 °C)
Uniformity +0.37 °C (at 50 °C)
Capacity 22 L/min
Pump -
Pressure 0.47 bar / 6.8 psi (Water at 25 C)
Interior w240 x d300 x h150 mm
. . External w290 x d360 x h415 mm
Dimension
Top Open w240 x d125 mm
Packing Dimension w380 x d430 x h470 mm
Weight 13.2 ki
Weight : 2 : 2
Packing Weight 14.2 kg
Material Interior Stainless Steel 304




External Powder Coated Steel
Power 1 Phase, 220 VAC, 50/60 Hz
Max Consumption 1.3 kW (6 A)
Electric
S Heater 1.2 kW
u
PPY Motor 25 W
Power Line Standard Plug
Drain 1/4" Hose Nipple Male
Other : - : -
Circulating IN/OUT 1/2" Stainless Steel Tubing
Over Temp. Limiter & Current Protection,
Safety _ )
Automatical Fault Sensing System

C. Accessory
1. B04-01-085 / LI-USB / RS485 to USB Communication Cable (&)

2. B04-91-483 / ET101M / External Sensor (&)

D. Remark
1. AFEARS] X[FHEA0 MK & 1H 5 FHEZS.
2. PL Insurance (M| == H{ A A QU EH )

3. Validation Service (IQ, OQ. PQ)
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