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Cat. No Item No Description Unit Quantity

103-91-045 LI-ILO60 B.O.D Incubator set 1
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B. Specifications

Model LI-ILO60
Capacity 60 L
Fan Speed 1~5 Step
Control PID Control, Auto-tuning
e Display GLCD (Graphic LCD)
Resolution 0.01 °C
Timer Run Start / Wait Start (99 hr 59 min)
Range 0to +70 °C
Temperature Accuracy +0.3 °C (at 37 °C)
Uniformity +0.6 °C (at 37 °C)
Interior w420 x d350 x h450 mm
Dimension External w580 x d640 x h1080 mm
Packing Dimension w650 x d710 x h1230 mm
Weight Weight 56 kg
Packing Weight 61 kg
Material Interior Stainless Steel 304




External Powder Coated Steel
) Refrigerator 1/4 hp
Cooling
Refrigerant R-134A, CFC-Free
Power 1 Phase, 220 VAC, 60 Hz
Electric Max Consumption 690 W (3.2 A)
Supply Heater 500 W
Power Line Standard Plug
Wire Shelf lea
Other
Caster Leveling Caster
Over Temp. & Current Protection,
Safety _ )
Automatical Fault Sensing System

C. Accessory

1.
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B04-01-085 / LI-USB / RS485 to USB EAI#|0|& (M)

2. 103-91-800 / LI-ISSHO60 / Spare Shelf (7|2 =g
3.
4. 103-91-905 / LI-INCON / 220 V Power Outlet (&)

103-91-900 / LI-INCP / Cable Port (&41)

Remark

AHBRIS) RIHHA0) MK T 1d SO RyES.
PL Insurance (M| =S Hj A= QI H &)

Validation Service (IQ OQ. PQ)

CE Mark

KC Mark

E— 0|2 2l 0f TEL : 031-573-4952
7 4 3 = AL
LK LARKOREA- | =1 = FAX : 031-571-4958

E-mail :
info@lklab.com




